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General Information

1.  Seat Panel 
2.  M8 x 10mm Button Head Machine Screw
3.  Leg
4.  Divider Panel
5.  Threaded Boss

6.  M8 x 10mm CSK Machine Screw
7.  Linking Bracket
8.  M6 x 20 CSK Machine Screw
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Step 1: Assemble base unit

•	 Turn seat panel upside down.
•	 Attach legs using 3 x M8 x 10mm button head screws per leg.

Parts Required:

1 x Seat Panel
4 x Legs
12 x M8 x 10mm Button Head Machine Screws

M8 x 10mm

Note: Fixing plates on legs specific to each corner.



Step 2: Attach linking bracket

•	 Position base units to create your layout.
•	 Align underside fixing holes.
•	 Link any 2 base units together using 2 linking brackets.
•	 Attach each linking bracket with 4 x M6 x 20mm CSK machine screws.

Parts Required:

2 x Linking Brackets
8 x M6 x 20mm CSK Machine Screws

M6 x 20mm



Step 3: Insert threaded boss into divider panel

•	 Screw in 2 x threaded boss into holes on underside of divider panel. Parts Required:

2 x Threaded Boss
1 x Divider Panel



Step 4: Mount divider panel

•	 Locate divider panel into corresponding holes on linking brackets.
•	 Fix in place from underside using 2 x M8 x 10mm CSK machine screws.

Parts Required:

1 x Divider Panel
2 x M8 x 10mm CSK Machine Screws

M8 x 10mm



Step 5: Attach power plate

•	 Fix power plate in desired location using 2 x M6 x 25mm CSK machine screws. Parts Required:

1 x Power Plate
2 x M6 x 25mm CSK Machine Screws

M6 x 25mm



Step 6: Attach mounting clip and power unit

•	 Fix mouting clip to power plate using 4 x M4 x 8mm CSK machine screws.
•	 Please refer to diagram above for orientation.
•	 Slide the power unit onto mouting clip until it clicks into place.

Parts Required:

1 x Mouting Clip
1 x Power Unit
4 x M4 x 8mm CSK Machine Screws

M4 x 8mm
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